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^ (57) Abstract: Mettiods according to prior art for producing three-dimensional moulded bodies generally require outer moulds 
f^l which define the geometiy of a component to be produced- The inventive method for producing three-dimensional moulded bodies 
A renders one such mould redundant. The geometry of the component to be produced is defined by pre-determined laser guidance or 
by the geometiy of the partial quantities (7, 10, 52) used. 
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Zur ErUdrung der Zweibuchsiaben-Codes und der anderen Ab- 
kiirzungen wird auf die EHdarungen ("Guidance Notes on Co- 
des and Abbre\'iations") am Anfang jeder regul&ren Ausgabe der 
per 'Gazette verwiesen. 



(57) Zusammenfassuiig: Verfahren nach dem Stand der Technik zur Herstellung von dreidiraensionalen Fbrmkorpem benoiigen in 
der Kegel auBere Formen, die die Geometrie eines herzusiellenden Bauieils vorgeben. Eine solche Form ist mit dem erfindungsge- 
masscn Verfahren zur Herstellung drcidimensionalerFormkorpcr nicht mchr notwcndig. Die Geometric des hcrzustcllcnden Bauteils 
wird durch eine vorgegebene Laserfiihiung oder die Geometrie der verwendeten Teilmengen (7, 10, 52) bestinimt. 



